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Nu-Wall cladding horizontal on cavity NW-HOC-031b.03
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Typical garage door head and jamb (Nu-Wall Reveal Profile)
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10mm drip edge

3-5mm gap

30min

NC 204
10g x 16mm csk Tek screw @ 600
centers through anti-crush packer
(by others)

NC 204
10g x 16mm csk Tek screw @ 600
centers

NC 204
10g x 16mm csk Tek screw @ 600
centers through anti-crush packer
(by others)

15mm profiled closed cell foam
insert end caps to suit profile of
cladding

15mm profiled closed cell foam
insert end caps to suit profile of
cladding

NC 107X / NC 109X
Female/Male corner.

NC 107X / NC 109X
Female/Male corner.

NC 107X / NC 109X
Female/Male corner.

GARAGE DOOR JAMB (Nu-Wall reveal)

GARAGE DOOR HEAD (Nu-Wall reveal)

NC226
Impervious barrier between batten &
cladding

NC227
Plastic soaker flashing. Base extends
down in to base channel.

Air seal

Packer as required

Flashing tape (by others)

2.8x50mm hot dipped galvanised clout
nails in to framing @ 600 centers.
(SS for Exposure Zone D)

Drained and vented cavity as per  E2/AS1

NC226
Impervious barrier between
batten & cladding

Single H3.2 castellated timber
batten

Flexible flashing tape over Z
flashing

Nu-Wall lining

Nu-wall lining

Interior wall lining

Interior wall lining

2x 2.8x50mm hot dipped galvanised
clout nails in to framing @ 600
centres.  (SS for Exposure Zone D)
(2 nails per batten)

NC204
10g ss csk screws with 30mm
min embedment

NC203E
Fixing brackets within 200mm of end

MCK 35361
Head flashing fitted as cavity
closure (No standard cavity
closure required)

NC134P
Pre-slotted base channel.
Providing 2000mm² of
ventilation per linear
meter
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